Condult and raintight
condult hub as required
by the serving utility

Permanently label 100 A, BOO V enclosed

equipment, voltage
and function on

enclosures /—V

shelf (outdoor type) factory
wired

13 mm Border

20 mm Exterior plywood Gasket
(painted) or 4.2 mm )
sheet metal (Galv) 35C Nipple

frame ———

35C Raintight conduit hub

Hex head wood screw
w/washer (Typ)

in NEMA
3R enclosure

As required by
the serving utility

Serving utility

electrode ta protect ground
wood pole

Ground clamp

I16C, Conduit with grounding conductor

Conduit must extend to ground

2.6 mm Galv sheet
metal strap bolted
to pole & service
frame (cadmium-

plated nuts &
washers)

meter socket with fest block

conductor from mechanical damage.

Conduit and raintight conduit hub
as required by the serving utility

100 x 100 x 600
Raintight wireway

Ground rod
(may be located in
pull box if permitted

4(C, Min 1) a0 wig)
460 iy
\;’// /

Load conduit —/

TYPE SCE-I SERVICE

or power company requirement

Length of riser to meet telephone

As required by the

3
o
<
>
C
o
]

by the serving utility)

KILOMETER POST [SHEET)

TOTAL
SHEETS
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e Stare or Calrorn or s i

TOP VIEW 35C Insulated bushing (Typ) cgerts sholl o be. m,,m'f:;g;s;*:ﬁ;y;%
snee.
13 mm Border—‘ Gasket (Typ)
Strap frame fo Po‘e\ 20 mm Exterior plywood (painted) or
4.2 mm sheet metal (Galv) frame
Controller cabinet
3 [ Permanently label equipment /
‘ voltage and function in enclosure
!
> / In NEMA 3R enclosure [
Eim‘yﬁgwosfgvgg?e 2= / 35C 0Ffset (or straight) nipple (Typ)
B 2 35C Raintight conduit hub (Typ)
Sle L
?’E | —— Hex heod wood screw w/washer (Typ)
o 2 16C, Conduit grounding conductor
El Condult must extend to ground TYPE Il TYPE Il
= electrode to protect ground
SOE VEW conductor from mechanical damage. TYPE OF SERV'CE (TYP|CAL)
- /—Ground clamp Type ||l service equipment enclosure mounted on a side
7 \ f o controller cabinet.
41c, Type Il complete free-standing service equipment enclosure.

Load condui‘r\j

Ground rod
460 M\m\,/ (may be located in

- pull box if permitted
by serving utility)

TYPE SCE-2 SERVICE

Service conduit

Conduit to photocel required

e

Type | conduit

\\'

(N7 L L L
TYPE A TYPE B TYPE E TYPE F TYPE H TYPE TYPE TYPE K TYPE TYPE PGE
SERVICE FLASHING SERVICE SERVICE SERVICE J&IM JMA SERVICE SMUD (RULE 16)
BEACON SERVICE SERVICE SERVICE SERVICE

NOTES

A Meter socket.

A Service enclosure 60 A size minimum, unless otherwise shown.

A (@) Utility owned pole. Service riser (and contactor with PEU

where required! furnished and installed by the serving

utility.

b) State owned pole. Service riser and all other required
equipment furnished and installed by Contractor.

POLE _MOUNTED

Condult, length and slze as required.

Type 3 conduit as

serving utility

Ground clamp and required fittings
must be accessible. Conduit must 250
extend fo ground electrode to
protect ground wire from
mechanical damage.

16C

by the

FYS

Lo_

TYPE A

A Ground conduit, 16C, 1*6 AWG bare copper.See “Service Grounding” detail.

Flashing beacon control assembly.

A Service pull box [No.5 (E)

unless otherwise noted] furnished and

installed by Contractor. Exact location determined by the serving utility.

SERVICE INSTALLATIONS

N
N
2NN\ Groung electrode
<

250 mm @ precast
concrete box. Inscribe
“'GROUND"" on cover.

150 Min

9|
16C —%E g
Ground C\GWDM
460 Min —L—J
[—
Face of wood pole or —Ground electrode
face of concrete 150 -

foundation for steel pale.

TYPE B

Use where serving utility requires 460 mm clearance
between ground rod and pole or service cabinet.
Installation shown is for sidewak or paved areas.

In unpaved areas, omit special box and locate ground
clamp above ground or locate ground clamp In
nearest pull box.

SERVICE GROUNDING

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

SIGNAL, LIGHTING AND
ELECTRICAL SYSTEMS
SERVICE EQUIPMENT

NO SCALE

ALL DIMENSIONS ARE IN
MILLIMETERS UNLESS OTHERWISE SHOWN
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